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ACCESORY FOR HUMIDITY AND TEMPERATURE PROBES
HOLDERS AND PROTECTION CAPS

HOLDERS FOR TRANSMITTERS HD 9008TR , HD 9009TR , HD 9809T y HD 9817T..

HD9008.21.1:  Holder for vertical sensor, wall distance 250mm, HD 9008.21.2 HD %008.21.1
hole 26. for sensors HD 90008TR, HD 9009TR I"

HD9008.21.2: Holder for vertical sensor, wall distance 125mm,
HD 9008.26/14 Reduction hole @ 26 to @ 14 for the holders
HD 9008.21.1 y HD 9008.21.2

1' - il'
HD 9008.31 Holder lock washer tube & 14, for duct mounting %.n %
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To fix the probes @ 14en a ventilation duct, canal, etc. HD9008.31.12
support can be used, a metal press-tow PG16 (10 ... 14mm) or a
universal fitting biconical 3/8 ".
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Holder HD9008.31 Metal press-tow PG16.12 Universal fitting biconical 3/8”
D =10...14mm L =35mm, D = 14mm, A = 3/8"
L =6.5mm, H=23mm,A =PG16
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Protections for humidity probes
HP472AC, HP572AC (M24x1,5)

P1: Stainless steel grid protection for probes
@ 26mm. Thread M24x1,5

P2: 20u PE sintered polythene protection for
probes & 26mm. Thread M24x1,5

P3: 20p sintered bronze protection for probes

@ 26mm. Thread M24x1,5 P |
P4: 20p sintered PE complete cap for probes
@ 26mm. Thread M24x1,5 l H

o4

Protections for humidity probes
HP473AC, HP474AC, HP475AC
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(M12x1)

P5: Stainless steel grid protection for probes
& 14mm. Thread M12x1

P6: 20y sintered stailess steel protection for
probes & 14mm. Thread M12x1

P7: 20u PTFE protection for probes @ 14mm.
Thread M12x1



HD 9007 MULTIPLATE RADIATION SHIELD
FOR PROBES HD 9008T Y HD 9009T.

Luran S777K (BASF) antistatic UV-resistant thermoplastic material *x
with low thermal conductivity and high refl ection. 17 ~
White power-painted anticorodal aluminium support bracket. = N
Stainless steel U-bar mounting bracket for shafts from 25 to 44mm. i \
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Dimensions: i N ™
HD 9007A1 @ 125 x 190 mm. weigth 640 gr. (12 ring) 7 " .
HD 9007A2 @ 125 x 240 mm. weiath 760 ar. (16 rina) L KN K
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These guards are used to maintain the
temperature probes and temperature-

humidity, weather stations, solar radiation,
rain and wind



