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FREE EVOLUTION
PROGRAMMABLE CONTROLS
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»Graphical User Interface fully programmable

»Available in three formats

»High connectivity: integrated in industrial systems, BMS and networks through the use of plug-in modules
specific

»Pluggable Eliwell to standard peripherals (including FREE Smart)

»Can be connected to standard peripherals thirds

»The models are available for version 8 DIN rail mounting (with display EVD, EVC without display), with
removable screw terminals

»Each model (EVD, EVC) can connect up to 12 expansion (EVE) via serial RS485 or CANopen.

»All inputs and outputs are independent and configurable ensuring its adaptation to any system.

TECHNICAL DATA
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(E:VP 363000 EVD 7500 EVC 7500 EVE 7500
PU CON CPU CON CPU SIN EXPANSION
DISPLAY DISPLAY DISPLAY
Dimensions Display 8 DIN 8 DIN 8 DIN
. Graphic LCD Display
Display 128x64 pixel backlit
Power Supply 24 Vac/dc - 48Vdc
Digital Outputs 7 total: 2 8A 230VAC 5A and 5
Analog Outputs 5 configurable outputs 0-10V / 4 ... 20 mA
Digital Inputs 1EA 8 voltage 24Vac or 48Vdc
9 P configurable as D.I 9
1 onboard NTC 6 total: 2 x NTC 103AT / NTC NK103/ 1.D.
Analog Inputs 1 NTC or D.1. 4 x NTC 103AT /NTC NK103 /D.I. / PT1000 /
1 4..20mA/0-10/0-5V 4 ...20 mA / 0-10V/0-5V /
- RS485 CANOpen / RS-485 CANOpen /
Connectivity  crperNET USB / RS-485 ModBus (Master-Slave) or Micronet

Counter Fast-Digital input 1 (at 1 kHz)




COMMUNICATIONS PLUG-IN
FOR FREE EVOLUTION SYSTEMS

MODEL ‘ CODE
PLUG-IN RS-232 EVS10R2000000
PLUG-IN RS-485 EVS00R4000000
PLUG-IN CAN OPEN EVS00CA000000
PLUG-IN ETHERNET EVSO00ET000000
PLUG-IN PROFIBUS EVS00PB000000

TECHNICAL DATA

PLUG-IN PLUG-IN PLUG-IN PLUG-IN PLUG-IN

RS232 RS485 CANOpen ETHERNET PROFIBUS
Dimensions 2 DIN
Power Supply From the base

RS232 Ethernet -
Connectivity Modbus ASCII RS485 CANOpen ModBus PROFIBUS

GSM TCP




