
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MODEL 
SENSOR 

TYPE 
 

MEASUREMENT 
RANGE  

 

HP472AC HR 
Pt100 

 

HP572AC HR 
TCK 

5 to 98%HR 
-20 to 80 ºC 

 

HP473AC 

 

HP474AC 

 

HP475AC 

 

HP477DC 

HR 
Pt100 

5 to 98%HR 
-40 to 150 ºC 

 

HD 2101.1 
 

HD 2101.2 
 

HD 2301.0 

Common Features 
           Humidity Capacitive Sensor 
 
Typical capacity @ 30% RH   300pF ± 40PF 
Resolution    0.1% RH 
Temperature drift @ 20 ° C   0.02% RH / º C 
Response Time % RH 
A constant temperature   10 sec 

(10-80 5hr vel. Air 2m / s) 
           

RELATIVE HUMIDITY AND TEMPERATURE 
COMBINED PROBES WITH SICRAM MODULE 

Pt100 Temperature Sensor 
            Resolution    0.1 º C 
            Temperature drift @ 20 ° C  0.003% / º C 
 
Temperature thermocouple K -   HP572AC 
           Resolution    0.1 º C 
           Temperature drift @ 20 ° C  0.02% / º C 
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Accessories 
 
HD11: Saturated solution at 11.3%RH@20°C for 
calibration of relative humidity probes, fi xing adapter 
M24x1.5. on request M12x1 
HD33: Saturated solution at 33.0%HR@20°C for 
calibration of relative humidity probes, fi xing adapter 
M24x1.5. on request M12x1 
HD75: Saturated solution at 75.4%HR@20°C for 
calibration of relative humidity probes, fi xing adapter 
M24x1.5. on request M12x1 
 
Protection for humidity probes  
HP472AC, HP572AC (M24x1,5) 
P1: Stainless steel grid protection for probes Ø 26 mm. 
P2: 20µ sintered polyethylene PE protection for probes Ø 
26 mm.  
P3: 20µ sintered bronze protection for probes Ø 26 mm. 
P4: 20µ sintered PE complete cap for probes Ø 26 mm. 
 
Protection for humidity probes 
HP473AC, HP474AC, HP475AC (M12x1) 
P5: Stainless steel grid protection for probes Ø 14 mm. 
P6: 20µm sintered complete protection made of stainless 
steel for probes Ø 14 mm.  
P7: 10µm sintered complete protection made of PFTE for 
probes Ø 14 mm. 
 


