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SPTKI 10: 
Industrial probe conductivity of glass, 
two platinum electrodes 
cell constant K = 1 
S7/PG13 screw connection, 
2-wire output: Eurostandard S7. 
Temperature 0 ÷ 100 ° C. 
Measuring range 100µs 200ms ... 

SPTKI 11  
Industrial probe combined 
temperature and conductivity 
of two platinum electrodes Rytron 
cell constant K = 1 
5 meter cable, 
 Four wire Pt100. Temperature 0 ÷ 
50 ° C. 
Measuring range 100µs ... 10mS 

SPT401.001: 
 Industrial probe conductivity of 
glass, two stainless steel electrodes 
cell constant K = 0.01. Temperature 
0 ÷ 120 ° C. 
Measuring range 0.04 ... 20 mS mS 
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SPT 86  
Industrial probe combined 
temperature and conductivity of 
Pocan, with four platinum 
electrodes, 
 cell constant K = 0.7 
 1.5 meter cable, 
 Pt100 with 2 wires. 
Temperature 0 ° to 90 ° C. 
Measuring range 5µs ... 20mS 

SPTKI 12 
Industrial probe combined 
temperature and conductivity 
of two platinum electrodes Rytron 
cell constant K = 0.1 
5 meter cable, 
 Four wire Pt100. Temperature 0 ÷ 
50 ° C. 
Measuring range 1µs ... 1mS 

SPTKI 13 
Industrial probe combined 
temperature and conductivity 
of two platinum electrodes Rytron 
cell constant K = 10 
5 meter cable, 
 Four wire Pt100. Temperature 0 ÷ 
50 ° C. 
Measuring range 10µs ... 200MS 


