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PROBES FOR ENVIRONMENT

CRN TECNOPART, S.A.
Sant Roc 30
08340 VILASSAR DE MAR (Barcelona)
Tel 902 404 748  -  937 591 484    Fax 937 591 547

  e-mail: crn@crntp.com http:// www.crntecnopart.com

 

SN-100.02E 

MODEL RANGE SPECIFICATIONS 

Pt 100 HD 786 T Configurable 
Amplitud mínima 25 ºC 

Montaje en pared 
Salida 4...20 mA 

SERIES   HD4807.., HD4907.. 
 
Probes active transmitters (HD4807..) Or passive (HD4907..) Temperature with the following general characteristics: 
TV Series:with vertical probe for wall mounting 
TO Series: models with horizontal probe for duct mounting 
            TO 1 Probe length 135 mm 
            TO 2 Probe length 335 mm 
TC Series: with probe connected to the instrument trough a cable of different lengths 
            TC1.2 Probe length 135 mm, cable 2m. TC1.5 Probe length 135 mm, cable 5m. TC1.10 Probe length 135 mm, cable 10m 
            TC2.2 Probe length 135 mm, cable 2m. TC2.5 Probe length 135 mm, cable 5m. TC2.10 Probe length 135 mm, cable 10m 
 
Range -20 to 100 º C on request from -40 to 150 º C (E version) 
Possibility of incorporating an LCD display (version L) 

MODEL POWER SUPPLY OUTPUT SERIES OPTIONS 

HD4807T... 
16 a 40 Vcc 

o 
24 Vca 

4...20 mA 

TV,  
TO1, TO2, 
TC1.2, TC1.5 
TC2.2, TC2.5 

E Extended range 
L Display LCD 

HD48V07T... 
16 a 40 Vcc 

o 
24 Vca 

0...10 V 

TV,  
TO1, TO2, 
TC1.2, TC1.5 
TC2.2, TC2.5 

E Extended range 
L Display LCD 

HD48S07T... 
16 a 40 Vcc 

o 
24 Vca 

RS485 

TV,  
TO1, TO2, 
TC1.2, TC1.5 
TC2.2, TC2.5 

E Extended range 
L Display LCD 

 HD4907T... 12 a 40 Vcc 4...20 mA 

TV,  
TO1, TO2, 
TC1.2, TC1.5 
TC2.2, TC2.5 

E Extended range 
L Display LCD 

 

MODEL RANGE SPECIFICATIONS 

PTC (W) -20 to 80 ºC Mountig wall 

Ni 100(W) -50 to 80 ºC Mountig wall 
 Pt 100 (W) -50 to 80 ºC Mountig wall 

 

ELIWELL MODELS 

DELTA OHM  MODELS 


