
 

TEMPERATURE PROBES OF CARTRIDGE TYPE 
SUPPLY PROGRAM 
• Probe PTC (value 990 Ω at 25 ° C) in diameter 6, 8 or 10 mm based on AISI 316 
         exit 1 meter silicone-insulated wire or Teflon 
• Pt 100 probe Ø 4, 5, 6, 7, 8 or 10 mm based on AISI 316 
        3-wire output cable of 1 meter in length. It made two versions: 
         insulated cable silicone or Teflon Maximum temperature 240 º C 
         insulated wire + glass fiber mesh. Maximum temperature 400 º C 
• J thermocouple probe · Ø 3, 4, 5, 6, 7 or 8 mm AISI 304 steel case, 
         Output cable 1 meter cable with fiberglass insulation + metal mesh. 
         Maximum temperature 400 º C 
• K thermocouple probe · Ø 3, 4, 5, 6, 7 or 8 mm AISI 304 steel case, 
        Output cable 1 meter cable with fiberglass insulation + metal mesh. 
        Maximum temperature 400 º C 
• Other thermocouple types on request 
   Note: Maximum operating temperature is determined by the cable 
             Probes can be manufactured with the length of cable required. 
             Failure to indicate otherwise, shall be made with 1 meter long. 

They can be manufactured in any 
length (mm). The most common are 
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PTC PROBES  (SEMICONDUCTOR)       VALUE  AT 25 ºC  990 Ω 

Figure Model Cable Aplication Range 
PTC (N)1,5/ 6x40 PVC  cable,  2 wires. Length 1,5 m Air / Contact -20 to 80 ºC 

 PTC (N3 )3/ 6x40 PVC  cable,  2 wires. Length 3 m Air / Contact -20 to 80 ºC 
PTC (S)1,5/ 6x40 Silicone  cable,  2 wires. Length 1,5 m Waterproof -50 to 140 ºC

 PTC (S)3/ 6x40 Silicone  cable,  2 wires. Length 3 m Waterproof -50 to 140 ºC

 PTC (A)  PVC cable,  2 wires. Length 1,5 m Air -20 to 80 ºC 

 
PTC (T)  PVC cable,  2 wires. Length 3m For Tube -20 to 80 ºC 

 
 
 
 
 

Ni 100  PROBES    (THERMORESISTANT)     VALUE AT 0 ºC 100 Ω    VALUE  AT 25 ºC  114,1  Ω 
Model Cable Aplication Range 

Ni 100 (N) 6 x1 00 PVC  cable,  3 wires. Length 3 m Air / Contact -50 to 105 ºC
Ni 100 (S) 6 x 100 Silicone cable,  3 wires. Length 3 m Waterproof -50 to 150 ºC
Ni 100 (A/P)S 6 x 100 Silicone cable,  3 wires. Length 3 m Air -50 to 150 ºC

 
Pt 100  PROBES    (THERMORESISTANT)     VALUE AT 0 ºC 100 Ω    VALUE  AT 25 ºC 109,73  Ω 

Model Cable Aplication Range 
Pt 100 (S) S2 6 x 100 Silicone  cable,  2 wires. Length 3 m Waterproof -50 to 250 ºC
Pt 100 (S) S3 6 x 100 Silicone cable,  3 wires. Length 3 m Waterproof -50 to 250 ºC
Pt 100  6 x 100 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact -70 to 500 ºC
Pt 100 (V2)1,5  6 x 80 Fiberglass cable+ metal sleeving, 2 wires. Length 1,5 m Air / Contact -50 to 350 ºC
Pt 100 (V2)3  6 x 80 Fiberglass cable+ metal sleeving, 2 wires. Length 3 m Air / Contact -50 to 350 ºC
Pt 100 (V) 6 x 55 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact -50 to 350 ºC
Pt 100 (V)1,5  6 x 100 Fiberglass cable+ metal sleeving, 3 wires. Length 1,5 m Air / Contact -50 to 350 ºC
Pt 100 (V)3  6 x 100 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact -50 to 350 ºC
Pt 100 6 x 40 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact -50 to 350 ºC

 
TCJ  PROBES   (THERMOCOUPLE   Fe-Co)         VALUE AT 25 ºC  1,277 mV 

Model Cable Aplication Range 
TCJ 6 x 100 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact 0 a 600 ºC 
TCJ 4 x 50 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact 0 a 400 ºC 

 
TCK    PROBES   (THERMOCOUPLE)         VALUE AT 25 ºC     1,000 mV    

Model Cable Aplication Range 
TCK 6 x 100 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact 0 a 900 ºC 
TCK 4 x 50 Fiberglass cable+ metal sleeving, 3 wires. Length 3 m Air / Contact 0 a 600 ºC 
TCK 6 x 200 Fiberglass cable+ metal sleeving, 3 wires. Length 1 m Air / Contact 0 a 1100 ºC 

  TEMPERATURE PROBES ELIWELL INSTRUMENTS STANDARD MODELS

All models can incorporate 
a fitting, fixed or sliding 
Gas trhead 1/4" 1/2" 3/4" 
NPT trhead 1/4" 1/2" 3/4" 


